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1. Very easy to install. Connects to current winch stop-start box. 
(no additional power supply or transformers required) - (NO 
NEED TO CHANGE STARTER BOXES) 

2. DIRECT VERBAL COMMUNICATION from any unit to any 
other unit in the system 
3. Upon start up this system will run a self test whereby it will 
test each unit in the system. It will not allow the winch to start if 
any unit or cable is faulty. If any cable or unit gets damaged 
during operation the system will cut the power to the winch and 
will indicate with audible and visual warning signals that the 
system is not continuous. 

4. It Visually and Audibly PRE-WARNS for ten (10) 

seconds in the Scraper Path before Power is transferred to the 
Winch motor and will continuously indicate that the winch power 
is on 
5. Can be operated in opposite directions - free movement of 
activation switch. 

6. The SAFETY EMERGENCY CUT-OUT feature of this 

system will cut the power to the winch if  any of the signal units 
is Continuously activated for longer than 5 seconds. The LED 
light on the unit that initiated the cut-out will flash indicating 
where the problem is. 
7. Robust, sealed Powder Coated enclosure and Stainless Steel 
bi-directional activation mechanism. 
8. Repeaters can be installed every 30 - 50m to reduce length of 
bell wire. 
9. Six month manufacturer's warrantee on electronic 
components 
10. Maintenance free. 

                                                                   MINE HEALTH AND SAFETY ACT, 1996 (ACT No. 29 OF1996) (Amendment No. R 1225 - Dec 2005) 

REGULATIONS RELATING TO MACHINERY EQUIPMENT  -  CHAPTER 8 
Scraper Winch and Mono-Rope Installation 

8.4(2) The measures to be taken by the employer in terms of regulation 8.4(1) must include measures to ensure that- 
(a) scraper-winches and mono-rope winches are only operated by competent persons authorized by the employer to do so; 
(b) the scraper winch or mono-rope winch is not operated until it is examined and declared safe to operate by a person authorised to do so by the employer; 

(c) means are provided to forewarn persons of the intention to commence operating any scraper-winch or mono-rope winch; 
(PRE-WARNING) 
(d) means are provided for persons to signal to the operator, from any access point to the installation, to shut down the 
operation of the scraper-winch or mono-rope winch installation; (SAFETY CUT-OUT) 
(e) scraper winch and mono-rope winch ropes, scraper attachments and rope splicing are regularly inspected; 
(f) the scraper winch ropes are always underlay; 
(g) a written procedure is prepared and implemented for the installation of the winch system 

ARE YOU WORKING SAFE? 

ARE YOUR SCRAPER & MONO WINCH INSTALLATIONS 

COMPLYING TO LEGISLATION? 

ARE YOU DILIGENT AND TAKING EVERY PRE-CAUTION 

AVAILABLE TO PROTECT YOUR WORKERS FROM INJURY? 


